PV bataomg power plant B Fte

High quality balcony power plant - 600 W, 2 x PV modules a
415 W, APsystems micro inverter, connection cable set maximal
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Set with high quality brand components
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e Plug and Play*
2 X solar modules

o JW Bifacial double glass mono module
o 415 W max. output power
o 21.18 % module efficiency
e Microinverter
o Inverter from APsystems
o 600 W output power
o Protection class IP 67
Adapter cable MC4
AC-Plug (optional)
Installation frame with adjustable angle (optional)
Balcony installation kit (optional)

Protect the climate and produce your own green electricity - with a balcony power plant, this is possible for anyone who
has a balcony, terrace, carport roof, garage roof or garden.

A balcony power plant from Fte maximum allows the simple use of solar energy without complex installation.

The power plant is offered as a "plug and play"* complete package with PV modules, inverter and adapter cable.
*Only the AC-Plug (Schuko- or Wieland plug) needs to be choosen and installed.

The electricity generated is simply fed into the household power grid via a socket in the apartment or house
power grid via a socket in the apartment or house. This electricity is usually used for personal consumption,
thus reducing electricity costs.

With 600 watts continuous consumers, such as refrigerator, electronic devices that are in the stand-
by mode etc. can be supplied.

With an optional battery, the energy produced can be stored and used when the sun is not
shining.
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PV-module specification

PV-module 415 W (JW-HD108N)

Module technology NTOPCon Technology

Type N-type bifacial double glass monomodule
Weight 24,5 kg

Dimension 1728 mm x 1134 mm x 30 mm
Warranty on output power After 30 years, still 87,4 %

Warranty on material 12 years on material and workmanship
PV-cabeling MC4

PV-Frame material Anodized Aluminium

1 phase inverter specification

Brand APsystems
Modell SD3-S

Max. output power 600W

PV module power range 250WP - 450 WP+
Degree of efficiency max. 97 %
Communication / ECU Encrypted Zigbee
Dimension in mm 262 x 218 x 41,2
Warranty 10 years

APSystems PV module inverter for 2 PV-modules

Further information

250-450Wp+

Installed can be PV modules in any combination of module
brand or type, as well as power rate.

Length / output cable 1m 4m
Modell name: BKW-600W-1 BKW-600W-4
AI’t.-NO.: 0061001 0061002 APSystems Adapter cable 1m or4 m
EAN Code: 4260105916354 4260105916361 ": ietan
RST20 male + RST 20 female @ ; W
Optionen
Optional accessories Schuko plug Schuko plug Wieland plug Wieland plug Wieland outlet  Wieland outlet
Details: gerade, IP 44 gewinkelt, IP 44  gerade, IP 44 gewinkelt, IP 44 Aufputz Unterputz
Art.-Nr.: 0069001 0069002 0069003 0069004 0069005 0069006
EAN Code: 4260105916910 4260105916927 4260105916934 4260105916941 4260105916958 4260105916965
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